
 

 

    FORCED AIR HEATERS 
        HAB Hot Air Blower  

 

 
        AC 

HOW TO ORDER:     HAB   1  0.35   -1    HEATER INCLUDES: -Blower housing  

           -Motor and blower wheel 

             Basic Model         -Automatic safety overload 

    Voltage 115V         -Terminal box 

  Wattage 0.35KW          -Hermetically Sealed Htg Elements 

     Phase (1)         -Terminal box for power hook-up 

             -Air shutter 

            

Note: When ordering, specify exact measurements       CONSTRUCTION:         -Stainless Steel terminal box 

 needed from the ranges indicated below.                  -Stainless Steel blower housing 

                      -Heating Elements 304 Stainless Steel, 

           Hermetically Sealed 

Heater Range: Voltage    110-240 VAC         

  Wattage   0.25-0.35 KW           

  Phase       1          

  Cycle      60 Hz  

Weight    9 lbs     Unit is manufactured to follow IEEE 45 and 

        UL guidelines. 
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    FORCED AIR HEATERS 
       HAB Hot Air Blower Double Nozzle 

 

 
         

HOW TO ORDER:     HAB – 2  -  1    1.0   -1    HEATER INCLUDES: -Blower housing  

           -Motor and blower wheel 

             Basic Model         -Automatic safety overload 

    Double Nozzle          -Terminal box 

    Voltage 115V         -Hermetically Sealed Htg Elements 

   Wattage 1.0KW          -Terminal box for power hook-up 

     Phase (1)         -Air shutter 

          -Double Nozzle 

            

Note: When ordering, specify exact measurements       CONSTRUCTION:         -Stainless Steel terminal box  

needed from the ranges indicated below.                  -Stainless Steel blower housing 

                       -Heating Elements 304 Stainless Steel, 

Heater Range: Voltage    110-240 VAC        Hermetically Sealed 

  Wattage   0.5-1.0 KW           

  Phase       1          

  Cycle      60Hz  

Weight    15 lbs      Unit is manufactured to follow IEEE 45 and 

         UL guidelines. 

          

Additional nozzles may be stacked to increase KW. 
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